
  2.39in
60.7mm

  

  0.31in
7.7mm

  
  5.88in

149.2mm
  

1.51in[38.2mm]
CLEAR APERTURE

MAGNETS ARE USED TO MATE WITH THE 
BELLOWS (INCLUDED WITH EPI ARM OF 
MICROSCOPE BODY) TO CREATE A 
LIGHT-TIGHT OPTICAL PATH

#4-40 MOUNTING THRU HOLES
FOR USE WITH ER SERIES RODS

4 PLACES, BOTH SIDES

  1.85in
47.0mm

  

  1.50in
38.1mm

  

  0.38in
9.5mm

  

M4 SECURING SETSCREW
2mm[5/64"] HEX
3 PLACES

  7.73in
196.2mm

  

  2.36in
60.0mm

  

  2.36in
60.0mm

  

  0.90in
22.9mm

  

  0.35in
8.9mm

  

  1.25in
31.8mm

  

  2.15in
54.6mm

  

  4.69in
119.2mm

  

M6 CBORE
6 PLACES

BOTH SIDES
  D1T FEMALE DOVETAIL  

  3.00in
76.2mm

  

  0.46in
11.7mm

  

(6) M4 SOCKET HEAD SCREWS INCLUDED
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ITEM # APPROX WEIGHT
N/A

0.33 kg
VALUES IN PARENTHESIS ARE CALCULATED
AND MAY CONTAIN ROUNDOFF ERRORS
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